
                                                                                                                   

www.iqualitrol.com, sales@iqualitrol.com  1

Service Call: +86‐13711988687 

Digital Heightened Rockwell Hardness Tester HRS‐150B 

 

 

 

Main Parameters: 

Model  HRS‐150B 

Range of Measurement  20‐95HRA, 10‐100HRBW, 20‐70HRC 

Test Force    588.4、980.7、1471N（60、100、150kgf) 

Maximum Height of Specimen   400mm 

Throat depth  165mm 

Hardness Resolution  0.1HR 

Power Supply  AC220V/50Hz 

Dimension  548*326*1025mm 

Weight  140kg 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Features: 

● HRS‐150B Heightening design, suitable for large and medium‐sized parts；

●loading, dwell and unloading of the test force is automatically controlled by 

motor, 

● Measuring device adopt grating displacement sensor,  the  test  results are 

displayed on the LCD screen, the test scale, test force, indenter type, holding 

time and the conversion unit can be displayed and set; 

●  The  Built‐in  test  software  can  modify  the  measurement  results  of  the 

machine by 3HR； 

● Equipped with wireless blue‐tooth printer, the data can be output through 

RS232 port;


